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Roller Sets

DC SYNERGIC PULSE MIG WELDING MACHINE
TGWMIG2004L

TOPGUN 2004L Specifications

Input Voltage (V) 240V A/C 

Frequency (Hz) 50/60 Hz

Output Current Range (A) 40 - 200A  MIG

Welder Rated Duty Cycle (%) 60% @ 200A

100% @ 155A

Wire Sizes 0.8 - 1.2mm

Machine Weight 15.6 Kg

Machine Dimensions(mm) 460 x 215 x 375

Package weight 21 Kg 

Package Dimensions 520 x 290 x 460

Warranty 3 Years

Package Includes

Users Manual

4 Roller Wire Feeder

3 MTR MB24 Euro-Fit Mig Torch

4 MTR Earth Lead

2 MTR Tong Type Electrode Holder Lead

0.8mm - 0.9mm “V” Steel Rollers

0.8mm - 0.9mm “U” Aluminium rollers

1.0mm - 1.2mm “U” Aluminium rollers

0.8mm - 0.9mm “K” Flux-cored rollers

1.0mm - 1.2mm “K” Flux-cored rollers

Fitted Single Phase 15A Plug

MB24 Consumable Starter Kit

Twin Gauge Regulator

Gas Hose 3 MTR with Quick Connect Fitting
0.8mm - 0.9mm

“V” Steel 
Roller Set

Spool Gun Ready

Dual PulseVoltage Reduction 
Device

15A Input Voltage

Generator Friendly Heavy Duty Cycle

Twin Gauge
Argon Regulator
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Optional Euro 
Tig Torch


